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CONCRETE STREET PATCH JOINT DETAIL
NOT TO SCALE

NOTES: 1> ALL CONCRETE STREET PATCHES MUST BE 1-INCH THICKER THAN EXISTING PAVEMENT.
2> NO LESS THAN 1/2 PANEL SHALL BE REPLACED.

3) EDGE OF TRENCH SHALL BE AT LEAST 2-FEET FROM EDGE OF PANEL. 5'-0" __ 2'-0
4> MUST NOT DISTURB SUBGRADE UNDER ADJDINING PANELS. COLLECTOR i — R.O.W. THICKENED EDGE " CURB SECTION
5) MINIMUM 4-INCHES COMPACTED GRANULAR BASE PLACED ON COMPACTED SUBGRADE NO PARKING EITHER SIDE .

PER STANDARD STREET SPECIFICATIONS.

NOTES: SECTION A-A

1. CONCRETE AND JOINTS TO BE PLACED IN ACCORDANCE WITH STANDARD SPECIFICATIONS

h| SAWCUT TYPICAL | 24" MIN | FOR STREET IMPROVEMENTS FOR THE CITY OF JACKSON, MISSOURI.
T I RSP AN 50" RIGHT OF WAY AN, 2. DRIVEWAY WIDTH AND RADIUS TO BE PLACED AS SPECIFIED BY JACKSON CITY CODE OF ORDINANCES.
NEW PAVEMENT SHALL BE AT — — 28'—0" PARKING 1 SIDE 3. TAPER END OF CURB AS DIRECTED TO MATCH NEW DRIVEWAY.
LEAST 1-INGH THICKER THAN BP-1, BP2, OR BIT BASE PER STANDARD STREET SPECS [ 32'—0" PARKING 1 SIDE, SIDEWALK ONE SIDE ONLY* 4 MIN 4. SAW PAVEMENT JOINTS TO A 3.5" MINIMUM DEPTH
EXISTING PAVEMENT OR—— 38'—0" PARKING 2 SIDES ' ’ '
9-INCHES MINIMUM, k:%mm«mm_m 1]l R S— 5. SAW PAVEMENT TO TO BE REMOVED FULL DEPTH.

6. PLACE DEFORMED BARS 1/2 DEPTH OF PAVEMENT.
7. SHADED AREA DENOTES CURB AND GUTTER TO BE REMOVED AND REPLACED 1" THICKER THAN EXISTING PAVEMENT.

MINIMUM 6-INCHES COMPACTED GRANULAR
BASE PER STANDARD STREET SPECIFICATIONS

8. A SIX (6) INCH CURB SHALL NOT BE DEPRESSED OVER FOUR AND ONE HALF (4 1/2) INCHES.

9. NO GRAVEL DRIVEWAYS (NEW) ARE ALLOWED ON CITY RIGHT OF WAY.

mmm_omzu_-_>_lu_loo>_l 10. ON RESIDENTIAL DRIVES A RADIUS OR WING MAY BE CONSTRUCTED.

11. NO DRIVEWAY CURBS ARE ALLOWED ON CITY RIGHT OF WAY.

12. MAXIMUM 2% GRADE ON R.O.W., THEN 15% MAXIMUM GRADE RESIDENTIAL, 10% COMMERCIAL AND INDUSTRIAL.

% NOTE: ALL OTHERS SHALL HAVE SIDEWALKS ON BOTH SIDES 13. DRIVEWAY CULVERTS SHALL BE 15" MINIMUM AND APPROVED BY CITY ENGINEER, LOCATED MINIMUM 10' FROM CURB,
’ AND OUTSIDE RIGHT OF WAY UNLESS OTHERWISE APPROVED.
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