NOTE: SLOPE SIDEWALK 1/4" PER FOOT TOWARD STREET

RADIUS=1/4" (TYP.)
4" COMPACTED TYPE 5 GRANULAR

CROSS SECTIONAL VIEW

4" MIN. PORTLAND CEMENT CONCRETE

VARES

CONTRACTION JOINTS ON FIVE FOOT INTERVALS FOR FOUR FOOT RESIDENTIAL AND SEVEN FOOT INTERVALS FOR SIX FOOT COMMERCIAL SIDEWALKS.

EXPANSION JOINTS ON 25 TO 30 FOOT INTERVALS.

1/2" EXPANSION JOINT

#4 DEFORMED BARS 18" LONG ON 18" CENTERS EXPOSED INTO EXISTING PAVEMENT

REPLACE GUTTER 1-INCH THICKER THAN EXISTING PAVEMENT

TOP OF RAMP

MIN. 6" THICK CONCRETE

TYPICAL PROFILE

SIDEWALK & RAMP STANDARDS

COMMERCIAL

6' WALK

2.5'

2.5'

R.O.W.

RESIDENTIAL

4' min.

2.5'

2.5'

R.O.W.

CITY OF JACKSON, MISSOURI

SIDEWALK AND RAMP STANDARDS